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Power supplyWiFi PowerPole distributor

RF

DC feeding line

Shack computer (iMAC)

Node-Red flow: https://www.ik1bxn.it/wp/2023/04/20/acom-600s-web-console-and-macloggerdx-integration/

PA key In

References

Acom rs232 (DB9)

PTT multiplexer: https://www.ik1bxn.it/wp/2023/04/17/3-rtx-1-pa-ptt-multiplexer/
Node-Red flow: https://www.ik1bxn.it/wp/2024/01/04/acom-600s-web-console-v-2-0-added-flrig-band-synch-and-new-console-arrangement/

Waveshare Serial to Eth converter: https://www.waveshare.com/wiki/RS232/485/422_TO_POE_ETH_(B)

Wi-Fi PowerPole distributor: https://www.ik1bxn.it/wp/2022/11/29/wi-fi-powerpole-distributor/
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Waveshare
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RF Out

PTT multiplexer

ELAD Out1

ELAD In1

Acom 600s

Outside shack area

Debian 12 SRV
running h24/7

- Node-Red
- MQTT

PA key

DXP cable

Acom serial protocol

Usb

LAN

Node-Red (running on Debian srv)

- grants data flow among Dashboard/MQTT/nodeMCU

- if FLRIG handles CAT synch: communicate via XMLRPC port 12345
- if MLDX handles CAT synch: listen Udp port 9932
- translates band data info into Acom BAND change command
- handles Stby/Operate
- collects Acom status info (current Band, STBY/Oper, PA temp)

- publishes dashboard

PowerPole distributor flow

Acom 600s console flow (Serial or LAN version)

Elad AMS-33 ELAD In2

ELAD Out2
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ANT 1

PA key

Palstar HF-AutoANT 1

Home LAN main switch
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Shack LAN switch

PA key

- RumLog with FLRIG (or MLDX)
- MacWinKeyer
- Skookumlogger
- browse Node-Red Dashboard to manage

PowerPole distr and Acom console

IC 7610

ANT

IC 7300
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